
Leanshift Security in industrial automation

IEC 62443-4-1:2018 Secure product development lifecycle for industrial automation
Secure development lifecycle, eight practices

47 requirements. This standard can be certified against by an accredited body. As of 07/2026.

IEC 62443-4-1 can be certified against, but the object is unusual: what gets certified is the development process of a named development
organisation, meaning one concrete documented version of the secure lifecycle. Neither a product nor a person is certified. The routes are ISASecure
SDLA and the IECEE CB Scheme. As things stand today, such a certificate does not create a presumption of conformity with the EU Cyber Resilience
Act. Do not confuse it with IEC 62443-4-2, which places requirements on the component itself. This list is a working aid for self-assessment, not a
proof.

Company Date Prepared by

5 Practice 1: Security Management (SM) 13

SM-1 DocumentA defined product development lifecycle exists that carries security through every phase, from the
initial concept through to decommissioning of the product, and this lifecycle is the one actually
followed in practice.
What proves it: Process description or work instruction listing the phases, the deliverables per phase and the handover points, together with
evidence from an ongoing project showing that the phases were genuinely worked through. A small organisation can manage with one page
per phase plus a checklist in the ticketing system; what matters is that the documented process and daily practice match.

Open In progress Met Not applicable

Evidence / justification

SM-2 DocumentEvery task in the secure development lifecycle has an assigned owner, and this assignment is known
to the people involved.
What proves it: Role and responsibility matrix mapping each process step to a named role, supplemented by the current staffing of those roles.
With only a handful of people a table with role, task and person is sufficient; the important part is the deputy arrangement for holidays and
sickness.

Open In progress Met Not applicable

Evidence / justification

SM-3 DocumentIt is traceably defined which products, variants, releases and components fall under the secure
development lifecycle and which do not.
What proves it: List of the products and version states in scope with a rationale for inclusions and exclusions, maintained with every new
release. In practice a column in the product overview works well, carrying a yes or no per row plus one sentence of justification.

Open In progress Met Not applicable

Evidence / justification

SM-4 The people who take on security tasks hold the technical competence required for them, and that competence
is deliberately built up and refreshed.
What proves it: Competence profile per security role, qualification records, training plan and attendance records, supplemented by a gap
overview. Small organisations evidence this through certificates, conference or webinar attendance and a short annual review of who closes
which gap by when, buying in external expertise where needed.

Open In progress Met Not applicable

Evidence / justification

SM-5 DocumentThe scope of the secure development lifecycle is delimited and names the sites, organisational units,
supplier contributions and development environments involved, along with the boundaries of that
scope.
What proves it: Scope statement covering sites, teams, outsourced portions and systems, plus a sketch of the external interfaces. Anyone
developing at a single site records this in a few sentences and explicitly names what lies outside, such as externally developed assemblies or
third party hosting.

Open In progress Met Not applicable

Evidence / justification
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SM-6 For every element delivered to users, software, firmware, configurations and accompanying files, an integrity
check is possible so that recipients can detect undetected modification.
What proves it: Signatures or published checksums per delivery package, a description of the method and one example from a real release,
together with instructions for the customer on how to perform the check. For small teams a signed checksum file next to the download plus a
paragraph in the release notes is enough.

Open In progress Met Not applicable

Evidence / justification

SM-7 The environments used for development, build and test are protected against unauthorised access and against
tampering with source code, build tooling and artefacts.
What proves it: Access control concept for repository, build server and test systems, access lists with the date of the last review, records of
security relevant changes and evidence that production and development access are separated. Without an in house IT department, two factor
sign in, a protected main branch with mandatory review and a half yearly review of who still has access will do.

Open In progress Met Not applicable

Evidence / justification

SM-8 Private keys used to sign deliveries are protected against disclosure and misuse, and their use is restricted to
authorised people and systems.
What proves it: Description of key storage, access, renewal and revocation, evidence of protected storage such as a hardware token or key
management service, plus records of signing operations. A small organisation keeps the signing key on a hardware token, documents the two
people with access and holds a procedure ready for the loss case.

Open In progress Met Not applicable

Evidence / justification

SM-9 DocumentFor purchased or adopted components, including open source software, the security expectations
placed on the supplier are defined and are applied during selection.
What proves it: Security requirements in supplier specifications or contracts, selection criteria for third party components, an inventory of all
third party components with version and source, plus the assessment of whether the supplier meets the expectations. Without a purchasing
department, a maintained component list with a column recording whether the supplier's security updates and reporting channels were
checked is sufficient.

Open In progress Met Not applicable

Evidence / justification

SM-10 Components developed to order by a third party are subject to the same security requirements as in house
development, and adherence is verified.
What proves it: Purchase order or contract documents stating the required security obligations, evidence from the service provider on the
practices applied, acceptance records and results of your own checks on the delivered work. Without an audit budget, a contractual assurance,
submission of the provider's test results and one sample check of your own before acceptance are enough.

Open In progress Met Not applicable

Evidence / justification

SM-11 DocumentSecurity related findings from all sources, tests, reviews, user reports and third party notifications,
are captured, assessed for their impact, assigned an owner and a due date, and tracked through to
closure.
What proves it: Defect or ticket system with a dedicated marker for security topics, and per entry the impact assessment, the owner, the due
date and the closure note, plus a report on open items. A small team uses a label in the existing ticket system and a standing agenda item in the
weekly meeting.

Open In progress Met Not applicable

Evidence / justification
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SM-12 DocumentBefore a product is released it is verified and evidenced that the intended steps of the secure
development lifecycle were actually carried out and that the associated records were produced.
What proves it: Release review per release comparing against the process steps, references to the respective records and a documented release
decision with date and signature. In practice a release checklist that allows no shipment without complete ticks works well; open items are
justified and given a date.

Open In progress Met Not applicable

Evidence / justification

SM-13 The secure development lifecycle itself is regularly challenged and improved, drawing on insights from
incidents, test results, customer feedback and the threat landscape.
What proves it: Records of the process review, for example a management review or retrospective, with the process changes triggered, their
implementation status and a reference to the root cause. Anyone using the maturity levels of the standard records the current state and the
target per practice; maturity level 4 demands exactly this evidence of continuous improvement. For a small organisation one meeting per year
with minutes and three concrete improvements is enough.

Open In progress Met Not applicable

Evidence / justification

6 Practice 2: Specification of Security Requirements (SR) 5

SR-1 DocumentThe intended product context is described: expected operating environment, security measures
assumed to be provided by that environment, intended user groups and roles, assumed trust
boundaries, and the uses for which the product is explicitly not intended.
What proves it: A product security context description, either as a standalone document or as a fixed section of the product specification,
covering the network environment, assumed external protections such as a firewall or physical access control, a list of roles, and an explicit list
of out of scope uses. A small organisation keeps this to two pages, adds a simple sketch of the plant environment, and has the product owner
date and approve it.

Open In progress Met Not applicable

Evidence / justification

SR-2 DocumentA threat model exists for the product that maps data flows, interfaces, trust boundaries and attack
paths, names the resulting threats and their possible impact, and assigns countermeasures. It is
reviewed and updated on relevant changes and at least once per product release, and open items are
tracked until they are closed.
What proves it: Threat model with a data flow diagram, a threat list per interface, assigned countermeasures and the status of open items, plus
a revision history with date and author. A small organisation can work from one table per interface, with columns for what could go wrong
there, how bad it would be, what we do about it, and who reviews it.

Open In progress Met Not applicable

Evidence / justification

SR-3 DocumentThe security requirements for the product are defined and documented. They cover the results of the
threat model, the described product security context, applicable legal and contractual obligations
and the target security level, and they include the security capabilities the product itself has to
provide.
What proves it: Requirements list or requirements management tool with a unique identifier per requirement, the source of each entry such as
a threat, a customer contract or a legal obligation, and the target security level. A small organisation runs this as a single table with a fixed ID
column that verification and testing later hook into.

Open In progress Met Not applicable

Evidence / justification
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SR-4 Each individual security requirement is worded so that it is unambiguous, free of contradictions, testable and
traceable to a specific product function or interface, and it carries the information needed to verify it later
without further clarification.
What proves it: A sample from the requirements list showing, for each requirement, a measurable acceptance criterion and the affected
function or interface, together with the requirement to test case mapping. A small organisation checks this with a fixed wording template and
the control question of whether a test case can be written from the requirement without asking back.

Open In progress Met Not applicable

Evidence / justification

SR-5 The security requirements are reviewed before they are used in design and implementation, with the affected
parties involved, such as development, test, product ownership and, where useful, sales or the customer. The
review covers completeness against the threat model and the product security context, correctness and
testability. Findings are recorded and tracked to closure.
What proves it: Review record with date, participants and their roles, the reviewed version of the requirements, a list of findings with an owner
and closure status, and an approval note. A small organisation handles this as a two person review between development and test, with a short
record and an approval line in the requirements list.

Open In progress Met Not applicable

Evidence / justification

7 Practice 3: Secure by Design (SD) 4

SD-1 DocumentEvery product has a design description that captures the security relevant aspects of the
architecture: which components exist, how they communicate with each other, where the trust
boundaries run, which external interfaces are exposed and by which mechanisms the previously
defined security requirements are realised in the design.
What proves it: Architecture document or design specification containing a diagram that shows components, data flows and trust boundaries,
plus a mapping table from each security requirement to the design element that implements it. A small supplier gets by with one maintained
diagram plus two or three pages of explanation; what matters is that it is version controlled in the repository and updated whenever the
architecture changes.

Open In progress Met Not applicable

Evidence / justification

SD-2 DocumentThe design is systematically analysed for threats. The analysis names attacker objectives, the
affected trust boundaries and interfaces, the resulting threats together with their rating, and the
countermeasures taken in the design. It is repeated whenever architecture or environment changes
materially, and identified threats are tracked until a decision has been taken on each of them.
What proves it: Threat model per product or per major release, for example a table with columns for threat, affected interface, rating,
countermeasure and status, together with the minutes of the modelling session listing participants and date. A small team models
pragmatically in a workshop of two to three hours along the architecture diagram and records open points as tickets, so the evidence of
tracking is produced without extra effort.

Open In progress Met Not applicable

Evidence / justification

SD-3 The design demonstrably follows recognised secure design principles, among them least privilege, minimal
attack surface, defence in depth, secure defaults, fail secure behaviour and security mechanisms that are as
simple and verifiable as possible. The application of these principles is visible in the design and justified.
What proves it: A section in the design description or an in house design guideline that names the principles, plus concrete evidence per
principle in the product, such as the privilege matrix of the services, the list of open ports with justification, the shipping defaults or the
documented error handling behaviour. A small supplier uses a short checklist of these principles as a fixed item in the design review and files
the completed sheet with the design.

Open In progress Met Not applicable

Evidence / justification
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SD-4 DocumentThe design is reviewed by qualified peers before implementation starts. The review covers
completeness against the security requirements, the correctness and effectiveness of the security
mechanisms and the results of the threat analysis. People with sufficient security competence take
part, findings are recorded and tracked to closure.
What proves it: Review record with date, item under review including its version, participants and their roles, list of findings with status and the
release decision. A small team attaches the review to the pull request of the design documents and leaves the findings as comments with a
closure note, which evidences tracking without any additional tooling. Where security competence is missing in house, an external reviewer
engaged on an hourly basis for the critical designs is the pragmatic route.

Open In progress Met Not applicable

Evidence / justification

8 Practice 4: Secure Implementation (SI) 2

SI-1 A defined process exists for verifying the actual implementation against the secure design: the review confirms
that the protective measures foreseen in the design are genuinely present and effective in the code, that
defense in depth is preserved, and that no new vulnerabilities have been introduced during implementation.
The review is carried out by suitably qualified personnel, and any deviations found are recorded and tracked
through to closure.
What proves it: A written procedure for implementation review together with review records per component or release: the module reviewed,
the reference to the design document, the date, the reviewer, the findings and their resolution status. Suitable evidence includes pull request
reviews with a mandatory security checklist, static code analysis results with a documented assessment of each hit, and minutes of review
sessions. A small team covers this with the four eyes principle, a review template held in the repository in which every design measure is ticked
off individually, and one ticket per open finding. The essential point is that the author of the code is never the reviewer of that same code.

Open In progress Met Not applicable

Evidence / justification

SI-2 DocumentBinding secure coding rules apply to all security related development work and cover at least the
avoidance of known insecure constructs and functions, the handling of inputs and errors, the
management of memory and resources, and the use of vetted security code rather than self written
implementations. The rules apply per programming language in use, are known to all developers,
and are updated when needed, for example when new attack patterns or new tooling emerge.
What proves it: An approved secure coding standard with version status, scope per language and approval date, supplemented by evidence
that it takes effect in daily work: the configuration of linters and analysis tools in the repository, a build rule that surfaces violations, and the
attendance list of the briefing. Small organisations do not write a standard from scratch; they declare an established public rule set to be
binding, add a short list of their own supplementary rules, and anchor the check in the pipeline so that adherence is demonstrated
automatically.

Open In progress Met Not applicable

Evidence / justification

9 Practice 5: Security Verification and Validation Testing (SVV) 5

SVV-1 DocumentEvery security-related product requirement has at least one test case assigned to it, demonstrating
that the protective function works as intended during normal operation, that it behaves as specified
when given invalid input or subjected to misuse, and that the default settings shipped with the
product correspond to the secure state. Execution and outcome are recorded for each software
version tested.
What proves it: A traceability matrix linking requirement to test case to result, plus test records showing the date, the version or build under
test, and the name of the person performing the test. A small supplier simply adds a test case ID column to its requirements list and archives
the output log of the automated test run from the build pipeline as a file attached to the respective version.

Open In progress Met Not applicable

Evidence / justification
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SVV-2 The countermeasures derived from the threat model are specifically tested to confirm that they actually close
the assumed attack path. Testing is performed against the identified threats, not only against well-behaved
use, and open items are fed into the defect handling process.
What proves it: Test cases that reference the entries of the threat model directly, for example one abuse case per threat ID with the expected
defensive behaviour, together with the records of those runs. Without heavy machinery it is enough to add a column to the threat model
referencing the test case and the date of the last successful check.

Open In progress Met Not applicable

Evidence / justification

SVV-3 DocumentThe product is systematically examined for vulnerabilities before release. The scope covers at least:
examination of the externally reachable interfaces and services, testing with malformed and
randomly mutated input, review of the third party components used against known reported
vulnerabilities, and a check for known classes of weakness in the supplier's own code. Findings are
recorded together with their assessment.
What proves it: Reports from the tools used, stating tool name, version and the data status of the vulnerability database, fuzzing records, a list
of third party components with the date of the last comparison, and the findings list with assessment and decision. A small supplier combines
free standard tools, a dependency scan and a port and service scan against the installed product, and files the outputs per release in one folder.

Open In progress Met Not applicable

Evidence / justification

SVV-4 The release candidate is subjected to an attack attempt under realistic conditions that actively tries to bypass
the protective mechanisms rather than merely query them. Scope, boundary conditions and limits of the test
are agreed in advance, and the weaknesses found are handled and tracked like defects.
What proves it: The engagement or test order stating scope and test environment, a report covering the approach, the weaknesses exploited
and their assessment, plus the entries in the defect or ticket system with evidence of remediation or of a justified risk acceptance. Small
suppliers typically buy this test externally as a bounded time budget, or have it carried out by a person who did not develop the product.

Open In progress Met Not applicable

Evidence / justification

SVV-5 The independence of the testing personnel is defined and appropriate to the intended maturity level. Whoever
developed a component does not release it on the strength of their own testing alone, and as the maturity
level rises the testing is owned by an organisationally separate unit or an external party. The actual
assignment is traceable for each test.
What proves it: A definition of roles within the development process showing the separation of creation and testing, plus, for each test run or
test report, the recorded name and role of the person performing the test. A two person business handles this through mutual review with a
documented four eyes note, and brings in an external person for the in depth security testing.

Open In progress Met Not applicable

Evidence / justification

10 Practice 6: Security Defect Management (DM) 6

DM-1 DocumentA defined channel exists through which reports of security weaknesses in the product are received
and recorded from every direction: from the development team itself, from testing and reviews, from
customers and integrators, from external reporters, and from advisories on third-party and
open-source components in use. The reporting channel is discoverable by external parties, and every
report is captured with its date of receipt and its source.
What proves it: A description of the reporting channel, the publicly reachable point of contact (a security page, a security.txt file, or a mailbox
such as security@), and the intake register listing date, source, and a short description for each report. A small organisation can work with a
shared mailbox and a single spreadsheet or ticket label, as long as every report ends up there, including those raised in the internal developer
chat.

Open In progress Met Not applicable

Evidence / justification
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DM-2 Every incoming report is triaged and examined to determine whether it is security relevant and which
products, versions, and components it affects. Reports that turn out not to be security relevant, or not to apply,
are also closed with a stated reason rather than silently discarded.
What proves it: A triage note for each report stating the outcome (security relevant yes or no), the affected versions, and the reason for
rejection where applicable, visible in the ticket or in the intake list. Teams with a low report volume can run triage in a short recurring session
and record the outcome in two sentences per entry.

Open In progress Met Not applicable

Evidence / justification

DM-3 DocumentConfirmed security defects are assessed using a consistent method: root cause, affected versions and
configurations, potential impact on operation and security, exploitability, and severity against a
defined scale. The result of the assessment is recorded and traceable.
What proves it: An assessment record or set of ticket fields for each defect covering root cause, severity, and the scale applied (for example a
common scoring system with a documented vector), together with the list of affected versions. Small teams can rely on a fixed field template in
the ticket system plus half a page describing the scale and the thresholds that trigger immediate action.

Open In progress Met Not applicable

Evidence / justification

DM-4 DocumentFor every assessed security defect, a decision is made on how it will be handled: remediation,
compensating measure, or a justified acceptance of the risk. The decision follows from the severity, it
is assigned to a responsible person and a due date, and the defect is tracked through to closure.
What proves it: An action list or ticket status showing owner, target date, type of measure, and a closure note, linked to the code baseline or the
release in which the fix becomes effective. Accepted residual risks need a short written justification approved by product ownership. A small
organisation can hold this in a ticket board with due dates, without any additional tooling.

Open In progress Met Not applicable

Evidence / justification

DM-5 Affected users, integrators, and other stakeholders are informed about security defects as soon as the
assessment calls for it, stating the affected versions, the impact, and the available fix or compensating
measure. Timelines and the recipient scope of such disclosure are defined in advance, as is the approach to
third-party reports that come with a disclosure deadline of their own.
What proves it: Published security notices or advisories carrying a date and a version reference, the distribution list or subscriber channel, and
the written rule on timelines and coordinated disclosure. Vendors with few customers can use a single mailing to a maintained customer list
plus a dated advisory page whose changes are versioned.

Open In progress Met Not applicable

Evidence / justification

DM-6 DocumentThe handling of security defects is reviewed at fixed intervals. The review looks at open and overdue
cases, the time from report to remediation, recurring root causes, and the effectiveness of the
measures taken. Improvements to the process that follow from the review are implemented and
their implementation is tracked.
What proves it: Minutes of the recurring review with date, participants, figures on open and overdue cases, and a list of agreed improvements
with owner and due date. A small organisation can attach this item to an existing quarterly meeting and keep the figures and decisions on a
single page.

Open In progress Met Not applicable

Evidence / justification

Leanshift lean-shift.com Page 7 of 27



Leanshift Security in industrial automation

11 Practice 7: Security Update Management (SUM) 5

SUM-1 DocumentEvery security update for the product is verified against the supported product versions and
operating environments before it is released to customers, and there is a record showing that the
update closes the vulnerability without disrupting intended product function.
What proves it: Test record per patch covering the product version tested, the platform, the test cases (effectiveness against the vulnerability
plus regression of core functions) and the release approval. A small supplier can work with a short patch approval entry in the ticket: ticket ID,
verified by, verified on, result, with the log of the automated test run attached.

Open In progress Met Not applicable

Evidence / justification

SUM-2 DocumentFor all product components that were not developed in house (third party libraries, operating
system, runtime environments), it is defined and evidenced how their security updates are assessed
and either adopted into the product or rejected with a documented rationale.
What proves it: Component inventory of the third party parts with version and source, plus one assessment entry per reported third party
vulnerability stating the decision (adopt, not affected, covered by a compensating measure) and the rationale. Small teams run an automated
dependency scan in the build and keep the decisions as comments on the scan result or in a lean exception list.

Open In progress Met Not applicable

Evidence / justification

SUM-3 DocumentFor every security update that is shipped, users receive understandable accompanying information:
which product versions are affected, which vulnerability is fixed, how severe it is, whether side
effects or compensating measures need to be observed, and how the update is installed.
What proves it: Published security advisories or release notes stating the vulnerability identifier, the affected versions, the severity rating, the
installation steps and guidance on rolling back to the previous state. Small suppliers keep a single public page with a chronological list of
security advisories and link to it from within the product.

Open In progress Met Not applicable

Evidence / justification

SUM-4 There is a defined and tamper protected route through which users obtain security updates, and the
authenticity and integrity of an update can be verified on the user side before it is installed.
What proves it: Description of the delivery channel (download area, update server, physical media) together with its protective measures, plus
the digital signature or checksum per package and instructions telling the user how to verify it. Small suppliers achieve this by signing on the
build server, publishing the checksum next to the download and naming one clear location where the public key is held.

Open In progress Met Not applicable

Evidence / justification

SUM-5 DocumentDefined time targets exist for making security updates available, graded by the severity of the
vulnerability; the times actually achieved are tracked, and any target that is missed is justified and
backed by an interim measure for users.
What proves it: Internal specification with a time window per severity category (for example critical <= 30 days, high <= 90 days) and an
evaluation per vulnerability: report date, patch release date, elapsed days, reason for deviation. Small suppliers keep this as two date fields in
the vulnerability ticket and review the list once a quarter instead of setting up a dedicated metrics system.

Open In progress Met Not applicable

Evidence / justification
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12 Practice 8: Security Guidelines for Product Deployment and Operation (SG) 7

SG-1 DocumentEvery product comes with a description of its defense in depth strategy: it names the protective
layers built into the product itself, maps them to the threats they counter, and shows which
protective effect only emerges from the interplay of several layers.
What proves it: A section in the delivered product documentation, or a separate security concept, that states for each protective layer the
mechanism, the threat covered and the limits of its effect. A small organisation keeps this as a two page table: column protective layer, column
threat taken from its own threat model, column residual risk. A cross reference to the threat model from SR-2 is sufficient, the content does not
have to be maintained twice.

Open In progress Met Not applicable

Evidence / justification

SG-2 DocumentThe documentation names the security measures the product does not provide itself but expects
from the deployment environment, for example network segmentation, upstream firewalls, physical
access control or an external time service, and makes clear that the assured security level is not
reached without these measures.
What proves it: A deployment prerequisites chapter in the manual, or a reference architecture drawing with zones and conduits in which the
measures to be supplied by the asset owner are explicitly marked. A list of assumptions about the environment has proven useful in practice,
derived directly from the product security context and re-read for every product version.

Open In progress Met Not applicable

Evidence / justification

SG-3 DocumentA secure baseline configuration guide exists that lists all security relevant settings, services, ports
and interfaces, states the recommended as delivered condition and describes the impact of deviating
from that recommendation.
What proves it: Hardening guide with a settings table: parameter, recommended value, effect, side effect when deviating. Plus the list of
services and ports active in the default configuration with a rationale for why they stay enabled. A small team keeps this table right next to the
configuration file in the repository and exports it into the delivery documentation, so it stays aligned with the product.

Open In progress Met Not applicable

Evidence / justification

SG-4 DocumentFor ongoing operation there is a guide describing how the product is operated securely, monitored
and kept in its secure state, including backup and restore, logging and the handling of security
relevant event messages.
What proves it: Operating guide with sections on logging, backups, restart and event messages. As additional evidence, a list of the security
relevant messages the product emits, each with a short recommended action, so the asset owner does not have to interpret them alone.

Open In progress Met Not applicable

Evidence / justification

SG-5 DocumentThe documentation explains how user accounts, roles and permissions of the product are set up and
maintained, in particular separation of roles, changing default credentials and removing accounts
that are no longer needed.
What proves it: An account management chapter with an overview of roles and the rights assigned to each role, plus an explicit note on default
credentials and on changing them at commissioning. A short commissioning checklist in the manual works well in practice, one the asset owner
can tick off and file.

Open In progress Met Not applicable

Evidence / justification
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SG-6 DocumentA guide for secure decommissioning exists that describes the complete removal of sensitive data
from the product, such as credentials, keys, configuration data and logs, before the device is handed
on, reused or disposed of.
What proves it: A decommissioning section listing every storage location of sensitive data inside the product and the corresponding erasure
procedure, including the cases where erasure is technically impossible and the hardware has to be physically destroyed. A list of persistent
storage taken from the architecture description helps here, it prevents a storage location from being forgotten.

Open In progress Met Not applicable

Evidence / justification

SG-7 The security documentation delivered to users is reviewed before release: it is technically correct, consistent
with the delivered product version, complete against the intended content and understandable for the
intended audience, and it is updated whenever the product changes.
What proves it: A review record per document and product version with reviewer, date, findings and their closure, linked to the release
approval. A small organisation solves this with a four eyes principle in the documentation pull request: one developer checks the technical
content, a second person checks understandability, and the approval is recorded in the ticket. A version is only shippable once the review is
documented.

Open In progress Met Not applicable

Evidence / justification
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IEC 62443-3-3:2013 System security requirements for industrial automation
Seven foundational requirements, 51 system requirements

100 requirements. This standard can be certified against by an accredited body. As of 07/2026.

IEC 62443-3-3 can be certified against, and what gets certified is a system, not an organisation and not a person. The routes are ISASecure SSA and
the IECEE CB Scheme. Anyone wanting to certify the organisation needs 62443-2-1 or 2-4, anyone meaning the component needs 62443-4-2. This list
holds the 51 system requirements and the 49 requirement enhancements. Which of them apply depends on the security level you aim for: 38 from SL
1, 60 from SL 2, 90 from SL 3, all 100 at SL 4. No enhancement already applies at SL 1. This list is a working aid for self-assessment, not a proof.

Company Date Prepared by

5 FR 1: Who or what is asking for access, and is it really who it claims to be 24

SR 1.1 Human users are identified and their identity is verified before they gain access, at every point where they can
operate or configure the automation system. This includes operator panels at the machine, engineering access
and network services.
What proves it: Inventory of all logon points in the system, that is HMI, control room, PLC programming access, switch, VPN and remote
maintenance client, each with the authentication mechanism used there. Add a configuration extract or a screenshot of the logon screen for
each device class. A small operation starts with one table per device, columns: device, interface, authentication present yes or no, justification if
no. Required from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.1 RE 1 Every human user works under an individual identifier assigned to that person alone. Shared and shift accounts
are disabled, remaining exceptions are justified case by case and backed by additional measures.
What proves it: Account export per system mapping identifier to person, exception list with justification and compensating measure, for
example a camera or an attendance log at the operator station. This line is a requirement enhancement and therefore never mandatory at SL 1,
it is required from SL 2 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.1 RE 2 Anyone logging on from an untrusted network, for example from the internet or through a remote
maintenance connection, proves their identity using at least two independent factors.
What proves it: Configuration of the remote access with the second factor enabled, an example logon record showing both factors, and the
issue list of tokens or app registrations. A small operation uses the second factor of the existing VPN gateway or an authenticator app, which
costs nothing beyond setup time. Requirement enhancement, required from SL 3 onwards, not at SL 1.

Open In progress Met Not applicable

Evidence / justification

SR 1.1 RE 3 The proof by two independent factors applies not only to access from outside, but to every logon by a human
user, including logons inside the network that is classified as trusted.
What proves it: Policy extract of the central authentication service showing that the second factor is enforced without any network exemption,
plus sample logon records from the control room and the operator panel. Requirement enhancement, required only from SL 4 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.2 Not only humans, but also software processes and devices authenticate to the system before they are allowed
to exchange data or use services. This includes couplings between controllers, data links to higher level
systems and diagnostic tools.
What proves it: List of machine to machine connections with source, destination, protocol and the credential used in each case, for example
certificate, service account or pre shared key. Add a configuration extract of one coupling that makes the authentication visible. Required from
SL 2 onwards, not required at SL 1.

Open In progress Met Not applicable

Evidence / justification
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SR 1.2 RE 1 DocumentEvery software process and every device presents its own unique identifier. Shared service accounts
or a single key used system wide across many devices are not permitted.
What proves it: Mapping of device to identifier or certificate serial number showing that no identifier appears twice. Requirement enhancement,
required from SL 3 onwards and therefore not part of SL 1.

Open In progress Met Not applicable

Evidence / justification

SR 1.3 DocumentAccounts are managed across their entire life cycle: creation, change of privileges, disabling on
departure and removal are governed by rules and supported by the systems involved. This covers
user accounts, service accounts and emergency accounts.
What proves it: Account register with type, owner, purpose and status, plus evidence for joiners and leavers, for example a signed handover or
a ticket showing the disabling with its date. A recurring account review is advisable, and in a small operation an annual reconciliation of the
account list against the personnel list is sufficient. Required from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.3 RE 1 Account management is unified across all components of the system, so that disabling an account in one place
does not remain ineffective on individual devices.
What proves it: Evidence of the central directory integration, for example directory service or RADIUS, with a list of the connected components
and an explicit list of the devices that cannot be connected together with their alternative procedure. Test record of a disabling that takes effect
on all connected systems. Requirement enhancement, required from SL 3 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.4 Identifiers are issued according to fixed rules, assigned unambiguously to a person, a device or a role, retired
when no longer used and never reissued to a different holder later on.
What proves it: Naming rule for identifiers, for example surname plus initial or plant code plus number, plus the history of retired identifiers
showing that they are not reused. A small operation keeps a single running list with issue date and retirement date. Required from SL 1
onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.5 Authenticators such as passwords, keys, certificates and tokens are issued in an orderly manner, changed
when disclosure is suspected and revoked when needed. Default accounts and factory passwords as delivered
are changed before commissioning.
What proves it: Issue list of tokens and certificates with recipient and date, evidence of changes and revocations, plus a commissioning checklist
per device with the item factory password changed, signed off. Required from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.5 RE 1 The credentials of software processes are not stored as a readable file on the storage medium, but in hardware
backed storage that prevents the secret part from being read out.
What proves it: Type evidence of the security component used, for example TPM, secure element or HSM, with a configuration extract proving
that the key is stored inside the component. A purchase record or data sheet is sufficient as type evidence. Requirement enhancement, required
from SL 3 onwards, not required at SL 1 and SL 2.

Open In progress Met Not applicable

Evidence / justification
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SR 1.6 Wireless access to the system, for example WLAN, radio remote controls or Bluetooth diagnostics, is usable
only after identification and authentication of both user and device, and is managed deliberately.
What proves it: Inventory of all wireless links with purpose, range and encryption method, configuration extract of the access point and the list
of approved end devices. A small operation additionally documents which wireless interfaces on devices have been deliberately switched off.
Required from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.6 RE 1 Every wireless access must be attributable to one specific user or one specific device, a shared network key for
all participants is not sufficient.
What proves it: Evidence of a method with individual credentials, for example enterprise WLAN authentication against a directory or per device
certificates, plus a connection log showing the individual identifier. Requirement enhancement, required from SL 2 onwards and therefore not
at SL 1.

Open In progress Met Not applicable

Evidence / justification

SR 1.7 Wherever passwords are used, their minimum strength can be configured, for example minimum length and
required character types, and the configured values take effect for all accounts concerned.
What proves it: Configuration extract of the password policy per system with the values actually set, for example length >= 10 characters and at
least three character types, plus a list of the systems that cannot technically support this setting together with their compensating measure.
Required from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.7 RE 1 For human users, additional rules govern password generation and lifetime: reuse of earlier passwords is
prevented and validity is limited in time.
What proves it: Configuration extract showing the password history, for example reuse of the last five passwords blocked, and the configured
maximum validity. Requirement enhancement, required from SL 3 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.7 RE 2 The limit on password lifetime applies not only to people, but to all accounts, including service, maintenance
and device accounts.
What proves it: Rotation plan for technical accounts with the last and the next change date per account, plus evidence of the changes, for
example a change record or a ticket. Requirement enhancement, required only from SL 4 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.8 DocumentWhere certificates are used, they come from an orderly certificate management with defined rules
for request, issuance, validity period, renewal and revocation.
What proves it: Certificate policy or a short written rule stating responsibility, validity periods and the revocation path, plus an inventory of the
issued certificates with their expiry dates. A small operation keeps a table with certificate, device, expiry date and reminder date, which prevents
silent plant downtime caused by expired certificates. Required from SL 2 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.9 When key pairs are used for authentication, the system validates the certificate completely: chain of trust,
validity period, revocation status and proof that the counterpart actually holds the private key. The link
between certificate and account is unambiguous.
What proves it: Configuration extract with revocation checking enabled, for example CRL or OCSP, test record of a rejected logon with an
expired or revoked certificate, plus the mapping table of certificate to account. Required from SL 3 onwards, not required at SL 1 and SL 2.

Open In progress Met Not applicable

Evidence / justification
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SR 1.9 RE 1 Private keys reside exclusively in hardware backed storage from which they cannot be read out, and they are
also used inside that storage.
What proves it: Data sheet or certification evidence of the security component used and a configuration extract showing that the key is
generated inside the component, so that the private key never leaves it. Requirement enhancement, required only from SL 4 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.10 During logon the system reveals no information that could be exploited. Passwords entered are obscured and
error messages do not disclose whether the identifier or the password was wrong.
What proves it: Screenshot of the logon screen with masked input and a screenshot of the error message after a failed attempt. For devices that
cannot do this technically, for example older operator panels, add a short note on the compensating measure, for example restricted physical
access to the installation location. Required from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.11 The number of consecutive failed logon attempts is limited and the response to it is configurable, for example a
temporary lockout. The chosen response does not impede safety related operation of the plant.
What proves it: Configuration extract with the threshold, for example lockout after <= 5 failed attempts, and the lockout duration, plus a short
assessment of why the lockout does not block emergency operation or a safe shutdown of the plant. At operator stations with a safety function,
a timed lockout is preferable to a permanent account lock. Required from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.12 A use notification can be displayed before logon, pointing to the rules for using and monitoring the system.
Text and display are configurable by the asset owner.
What proves it: Screenshot of the displayed notice text and the approved wording with the date of approval. Small operations agree the
wording briefly with the employee representation or with management, one paragraph is enough. Required from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.13 Access from untrusted networks, for example remote maintenance by suppliers, is restricted to defined paths,
is monitored and can be interrupted at any time.
What proves it: Inventory of the remote access paths with purpose, remote party, contact person and the path used, plus connection logs and
evidence of the ability to disconnect, for example a key switch, a firewall rule or a remote maintenance router that can be switched off. Required
from SL 1 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 1.13 RE 1Each individual session from an untrusted network is explicitly approved by a responsible person before the
connection is established, a permanently open connection is not sufficient.
What proves it: Approval records per remote maintenance session with time, reason, approving person and duration, technically for example
via a key switch at the access router or via an approval portal. In a small operation a remote maintenance logbook at the control cabinet, signed
off by the maintenance technician for each session, is sufficient. Requirement enhancement, required from SL 2 onwards and therefore never at
SL 1.

Open In progress Met Not applicable

Evidence / justification
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6 FR 2: Use Control (Privileges, Sessions, Audit Records) 24

SR 2.1 The system technically enforces the privileges that have been granted: every logged-on person, every device
and every software process receives exactly the access assigned to it, and any attempt that goes beyond this is
rejected.
What proves it: A privilege concept mapping accounts to permissions, plus a screenshot or configuration extract per control system, HMI and
engineering station showing the active privileges. In addition, a test record in which a low-privilege account attempts a blocked action and is
rejected. Required from SL 1. A small operation manages with two or three roles, for example operate, maintain, engineer, and documents
them on a single page.

Open In progress Met Not applicable

Evidence / justification

SR 2.1 RE 1 Privilege enforcement applies not only to human operators but equally to software processes and devices that
access the system on their own.
What proves it: A list of technical and service accounts, for example OPC UA clients, historian connections, backup services, each with its
assigned privilege set. An extract from the privilege management showing that these accounts do not run with administrator rights.
Requirement enhancement, required from SL 2, not at SL 1.

Open In progress Met Not applicable

Evidence / justification

SR 2.1 RE 2 DocumentPrivileges are not granted to individuals one by one but through roles, and the mapping from role to
permitted actions is recorded in a traceable way.
What proves it: A role and privilege matrix as a table: rows are the roles, columns the actions such as change setpoint, download program,
acknowledge alarm, create account. Plus the list mapping person to role. Requirement enhancement, required from SL 2. A maintained
spreadsheet carrying a change date is fully sufficient as evidence.

Open In progress Met Not applicable

Evidence / justification

SR 2.1 RE 3 For narrowly defined exceptional cases an authorized supervisor can lift a privilege restriction for a limited
period, and every such override is recorded in the audit trail.
What proves it: A procedure description for the exception approval stating who may grant it and how long it remains valid, plus audit records of
overrides already granted, taken from the system log. Requirement enhancement, required from SL 3.

Open In progress Met Not applicable

Evidence / justification

SR 2.1 RE 4 Particularly critical interventions require approval by two independent authorized persons before the action is
carried out.
What proves it: A list of the actions subject to dual approval, for example changing safety parameters or downloading a new control program,
together with configuration evidence and audit records naming both approvers. Requirement enhancement, required only from SL 4.

Open In progress Met Not applicable

Evidence / justification

SR 2.2 The use of wireless connections in the automation network is tied to an explicit authorization, and only
approved participants may exchange data or intervene over the air.
What proves it: An inventory of all wireless links, for example WLAN access points, Bluetooth pairings, cellular routers, each with its purpose and
its approved participants. Plus the access control configuration at the access point. Required from SL 1. Anyone who operates no wireless link in
the process network states exactly that in writing and supports it with a configuration view showing wireless disabled.

Open In progress Met Not applicable

Evidence / justification
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SR 2.2 RE 1 Unauthorized wireless devices in the vicinity of the automation network are detected and reported.
What proves it: A record from wireless monitoring or a recurring wireless scan with date, result list and a note on every unknown device. The
reporting path to the responsible function is named. Requirement enhancement, required from SL 2, not at SL 1. A small operation can run a
quarterly scan with a notebook and file the result as a record.

Open In progress Met Not applicable

Evidence / justification

SR 2.3 The use of portable and mobile devices on the system, for example service notebooks, USB storage or tablets, is
governed by rules and technically limited to explicitly approved devices.
What proves it: The rule set for device use, a list of approved service devices with their identifiers, and evidence of the technical restriction, for
example USB ports on HMI and engineering station disabled or limited to specific devices. Required from SL 1. A small operation works with two
labelled service sticks that are only written to at a single transfer station.

Open In progress Met Not applicable

Evidence / justification

SR 2.3 RE 1 Before connection, the security state of a portable or mobile device is checked, and devices that do not meet
the requirements are prevented from gaining access.
What proves it: The check criteria for the device state, for example current malware protection and patch level, plus check records per service
device and evidence of the technical enforcement, for example through a transfer station or a network access control. Requirement
enhancement, required from SL 3.

Open In progress Met Not applicable

Evidence / justification

SR 2.4 DocumentFor mobile code executed on the system, for example scripts in operator interfaces or active content
in reports, it is defined which types are permitted, and types that are not permitted are prevented
from executing.
What proves it: A definition of which mobile code is allowed on which systems, plus configuration evidence of the restriction, for example script
execution in the HMI browser disabled, macros in evaluation files blocked. Required from SL 1. A one-page definition covering the three or four
cases that actually exist is sufficient.

Open In progress Met Not applicable

Evidence / justification

SR 2.4 RE 1 Before mobile code is executed, it is verified that it comes from the expected source and has not been altered.
What proves it: Configuration evidence of the signature verification or checksum control, plus a test record in which manipulated or unsigned
code is rejected. Requirement enhancement, required from SL 3.

Open In progress Met Not applicable

Evidence / justification

SR 2.5 A session is locked after a defined period without operator action and is released again only after renewed
authentication, without losing the display of safety relevant process information.
What proves it: A configuration extract with the configured lock time per workstation, plus a justification for workstations in permanently
manned control rooms where the lock is deliberately set differently. Required from SL 1. Visual evidence: a screenshot of the lock screen with
the alarm line still visible.

Open In progress Met Not applicable

Evidence / justification

SR 2.6 Remote sessions are terminated after a defined period without activity or on demand of the operator, so that
no open remote connection remains unattended.
What proves it: The remote access configuration with its inactivity time limit, audit records of terminated remote sessions, and a description of
how the operator can immediately disconnect an ongoing remote maintenance session, for example through a key switch or a per session
release. Required from SL 2, not at SL 1.

Open In progress Met Not applicable

Evidence / justification
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SR 2.7 The number of concurrent sessions per account or role is limited, and login attempts beyond that limit are
rejected.
What proves it: A configuration extract with the defined upper limit per role, for example <= 1 concurrent session for engineering accounts, plus
a test record of the rejected second login attempt. Required from SL 3.

Open In progress Met Not applicable

Evidence / justification

SR 2.8 DocumentSecurity relevant events are recorded, and every entry names at least the time, the source, the
triggering account, the type of event and the outcome.
What proves it: A definition of the event types to be recorded, for example login, failed login, privilege change, program change, configuration
change, plus a genuine excerpt of the audit log showing the named fields. Required from SL 1. A small operation collects the logs from control
system, HMI and firewall in one folder with a fixed retention period.

Open In progress Met Not applicable

Evidence / justification

SR 2.8 RE 1 The audit records of the individual components are brought together at a central point and form a single,
system wide record that can be evaluated as a whole.
What proves it: An architecture sketch of the log collection showing all connected sources, plus an evaluation that places events from at least
two components on one timeline. Requirement enhancement, required from SL 3.

Open In progress Met Not applicable

Evidence / justification

SR 2.9 Sufficient storage is provided for the audit records so that events are retained over the defined retention
period and are not overwritten unintentionally.
What proves it: A calculation or estimate of the storage need from daily log volume times retention period, plus the configured storage size and
the archiving rule. Required from SL 1. In practice a daily copy to a separate storage location with a documented retention period is enough.

Open In progress Met Not applicable

Evidence / justification

SR 2.9 RE 1 When a defined fill level threshold of the audit storage is reached, a warning is issued to the responsible
function before the storage capacity is fully used up.
What proves it: A configuration extract of the threshold, for example a warning from >= 80 percent utilization, plus an example of the triggered
notification and the recipient list. Requirement enhancement, required from SL 3.

Open In progress Met Not applicable

Evidence / justification

SR 2.10 If the audit logging fails or the audit storage runs full, the system reacts in a previously defined manner and
the responsible function is informed, without endangering the safe operation of the plant.
What proves it: The defined reaction per failure case, for example overwrite older entries and raise a notification instead of stopping the plant,
with a justification from the process point of view. Evidence through a triggered test notification and the corresponding audit entry. Required
from SL 1.

Open In progress Met Not applicable

Evidence / justification

SR 2.11 Every audit record carries a timestamp from a named time source, so that events from different components
can be placed in order relative to one another.
What proves it: A statement of the time source used per component and a log excerpt with a visible timestamp including the time zone.
Required from SL 2, not at SL 1.

Open In progress Met Not applicable

Evidence / justification
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SR 2.11 RE 1The clocks of all participating components are synchronized against a common time source so that the
deviation stays within a defined limit.
What proves it: The time synchronization configuration, for example NTP server and synchronization interval, plus a check record with the
measured deviation per component against the defined limit, for example <= 1 second. Requirement enhancement, required from SL 3.

Open In progress Met Not applicable

Evidence / justification

SR 2.11 RE 2The time source itself is protected against manipulation, and an implausible or altered time reference is
detected and reported.
What proves it: A description of how the time source is protected, for example authenticated time synchronization, restriction to an internal
source, monitoring for time jumps, plus notifications or audit records of a detected deviation. Requirement enhancement, required only from
SL 4.

Open In progress Met Not applicable

Evidence / justification

SR 2.12 DocumentFor defined critical actions it can be established beyond doubt afterwards who triggered them, so
that the acting person cannot credibly deny having done so.
What proves it: A list of the actions this evidence applies to, for example recipe change, batch release, change of limit values, plus the
corresponding records with a unique person identifier and evidence that group accounts are excluded for these actions. Required from SL 3.

Open In progress Met Not applicable

Evidence / justification

SR 2.12 RE 1The undeniable attribution of the acting person applies not only to selected critical actions but to all users and
all actions they trigger.
What proves it: Evidence that every account is tied to a single person and that no shared logins remain, plus a log excerpt of arbitrary actions in
which a unique person identifier appears throughout. Requirement enhancement, required only from SL 4.

Open In progress Met Not applicable

Evidence / justification

7 FR 3: System integrity, protecting data, software and sessions against unauthorised modification 19

SR 3.1 The control system detects when information has been altered while in transit over a communication channel,
and it does so for control data, configuration data and management traffic alike. The protection also covers
connections that leave the system or cross untrusted network segments.
What proves it: A network and protocol overview stating which channel uses which integrity mechanism (checksum, message authentication
code, signed telegrams), a configuration extract of the fieldbus or OPC UA security settings, and a test record showing that a tampered
telegram was demonstrably rejected. A small operation captures this in a table per connection with the columns source, destination, protocol
and integrity mechanism, and evidences effectiveness once with a traffic capture. Required from SL 1 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.1 RE 1 Integrity protection in transit relies on cryptographic mechanisms, so that a deliberate manipulation by an
attacker using their own means cannot pass undetected. A simple checksum against transmission errors is not
sufficient here.
What proves it: A list of the cryptographic mechanisms and key lengths in use per channel, a reference to the underlying key management, and
configuration extracts (for example TLS cipher suites, OPC UA SecurityPolicy, IPsec profiles). Small operations rely on the secure default profiles
of their controllers and file a screenshot of the active setting. Requirement enhancement, required from SL 3 upwards.

Open In progress Met Not applicable

Evidence / justification
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SR 3.2 Protection mechanisms against malicious code are in place that prevent unwanted program code from
executing on system components and that report any detection. The mechanisms are chosen so that they do
not disturb the intended operation of the plant, and they are kept current.
What proves it: An overview per component of which mechanism applies (anti-virus, application whitelisting, hardened operating system
without execution rights), evidence that signatures or whitelists are updated, and alerts from the protection system. Where anti-virus is not
feasible, for instance on a controller, the compensating measure is recorded with its rationale. Small operations do well with whitelisting on the
operator PC and a written rule for USB media. Required from SL 1 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.2 RE 1 Protection against malicious code additionally takes effect at the entry and exit points of the plant, where data
enters or leaves, and not only on the end devices themselves.
What proves it: A list of all entry and exit points (remote maintenance access, data transfer gateway, removable media, handover to the office
network, email path for program versions) with the scanning mechanism effective at each, plus records of the handovers that were checked.
Small operations set up a single handover PC with virus scanning as a gateway and fix this in a work instruction. Requirement enhancement,
required from SL 2 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.2 RE 2 The protection mechanisms against malicious code are managed from a central point, updates are distributed
centrally, and detections are collected in one place for evaluation.
What proves it: The configuration of the central management console, a report on the update status of all connected components, and an
evaluation of reported detections over a period of time. Requirement enhancement, required from SL 3 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.3 DocumentThe security functions of the system are verified at planned intervals and after changes to confirm
that they actually work. The tests are scheduled so that they do not endanger plant operation, and
the results are recorded.
What proves it: A test plan stating the object under test, the interval and the time window, together with the test records showing date, tester,
expected behaviour and observed behaviour. Useful individual tests are: a login with a disabled account fails, the anti-virus reacts to a test file,
remote maintenance access is unreachable without release. Small operations attach the testing to the maintenance shutdown that is planned
anyway and work through a fixed checklist. Required from SL 1 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.3 RE 1 Verification of the security functions runs with automated means, so that it is repeatable without manual
effort and delivers a consistent result.
What proves it: The scripts or test tools together with their schedule, their output files, and a comparison of several runs showing that
deviations are detected. Requirement enhancement, required from SL 3 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.3 RE 2 Verification of the security functions is also possible during normal operation, without having to stop the plant
or place it into a special state.
What proves it: A description of the test procedure with evidence that it has no adverse effect on the process, for example an analysis of the
impact on cycle times and network load, plus test records taken from productive operation. Requirement enhancement, required from SL 4
upwards.

Open In progress Met Not applicable

Evidence / justification
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SR 3.4 Unauthorised changes to software, firmware and information at rest are detected. This applies equally to
control programs, parameter sets, recipes and configuration files.
What proves it: An inventory of the versions worth protecting with stored check values or signatures, the results of the integrity comparisons,
and the documented reconciliation with the version held in version control. Small operations store the released program version together with
its checksum in a write-protected location and compare on suspicion or after maintenance. Required from SL 1 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.4 RE 1 If a violation of the integrity of software or information is detected, the system reports this automatically to a
responsible point, without anyone having to actively look for it.
What proves it: The configuration of the notification paths (alarm in the control room, email, message to the monitoring system), a recipient list
with deputy arrangements, and at least one test alarm with a documented response time. Requirement enhancement, required from SL 3
upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.5 Inputs that the system accepts from process data, interfaces or user interfaces are checked for permitted
syntax, permitted value range and permitted length before they are processed. Invalid inputs do not lead to
uncontrolled behaviour.
What proves it: A specification of the limits and formats per input, extracts from the validation logic in the controller or application, and test
cases with deliberately invalid inputs (a value that is too large, a wrong data type, an overlong character string) together with the documented
behaviour of the system. Small operations record the plausibility limits per measuring point in a table and verify them during commissioning.
Required from SL 1 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.6 For the event of a fault it is defined which state the outputs to the plant assume, and the system assumes
exactly that state. The defined state is aligned with the functional safety of the plant.
What proves it: A definition per output or output group (hold value, defined substitute value, safe shutdown state) with a rationale from the risk
assessment, a configuration extract of the controller, and evidence from a failure test, for example a cable break or loss of communication,
showing the expected behaviour. Required from SL 1 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.7 The system handles error conditions in such a way that operation remains under control and no information is
disclosed that would help an attacker. Error messages shown to operators stay brief, while the technical details
go only into the internal records.
What proves it: An overview of the error classes with the system behaviour foreseen for each, examples of the displayed messages compared
with the corresponding internal log entries, and test evidence that no file paths, account names, database output or version details appear on
the operator interface. Required from SL 1 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.8 Active sessions are protected against hijacking and against the injection of foreign messages. A session ends
after logout or after a defined period without activity, and afterwards it cannot be reused.
What proves it: The configuration of session management with the configured limits for idle time and maximum duration, evidence of the
mechanism protecting against message replay, and a test record in which a captured session no longer works after logout. Required from SL 2
upwards.

Open In progress Met Not applicable

Evidence / justification
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SR 3.8 RE 1 Session identifiers lose their validity when the session ends and are not accepted again by the system, not even
when they are presented again from outside.
What proves it: A configuration extract of session management covering invalidation, plus a test record in which a previously valid identifier is
sent again after logout and is rejected by the system. Requirement enhancement, required from SL 3 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.8 RE 2 For every new session a dedicated, single use identifier is generated. Identifiers are not reused across sessions,
users or devices.
What proves it: A description of the generation procedure and evidence from the log or a traffic capture that several consecutive logins receive
different identifiers. Requirement enhancement, required from SL 3 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.8 RE 3 Session identifiers are generated with recognised random mechanisms, so that they can neither be guessed
nor derived from preceding identifiers.
What proves it: A statement of the random number generator used and its entropy source, a supplier declaration or test report on it, and a
statistical evaluation of a sample of generated identifiers. Requirement enhancement, required from SL 4 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.9 DocumentThe security related records and the tools used to evaluate them are protected against unauthorised
access, modification and deletion. The circle of people allowed to change or remove records is kept
narrow and is named.
What proves it: An authorisation concept for the log data with named assignment, the configuration of forwarding to a separate logging
system, retention periods, and test evidence that an ordinary operator cannot delete entries. Small operations forward the logs to a separate
device to which the plant operators have no write access. Required from SL 2 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 3.9 RE 1 DocumentThe security related records are additionally stored on a medium that rules out subsequent
overwriting, so that an entry once written can no longer be altered, not even with administrative
rights.
What proves it: A description of the storage used (write once medium, tamper resistant archive, continuously extended signature chain),
evidence of an unsuccessful attempt to change an entry, and the rule for how the media are retained and retrieved. Requirement
enhancement, required from SL 3 upwards.

Open In progress Met Not applicable

Evidence / justification

8 FR 4: Data Confidentiality 6

SR 4.1 DocumentThe automation system protects confidential information against unauthorised disclosure, both
while it is in transit and while it is at rest. It is defined which data counts as confidential, for example
recipes, parameter sets, credentials, configuration files or diagnostic data with a personal reference.
What proves it: A list of the data types worth protecting, stating where they are held and how they are transmitted, plus the specific protective
measure for each entry, for example an encrypted connection, an encrypted storage medium or a restricted share. A small operation manages
with a single-page table: data type, where it sits, who may see it, what protects it. Required from SL 1 upwards.

Open In progress Met Not applicable

Evidence / justification
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SR 4.1 RE 1 For information that travels across untrusted networks or is stored outside the protected environment,
confidentiality is enforced by technical means rather than merely promised in an organisational rule.
What proves it: A configuration extract of the transport encryption or storage encryption in use, for example the VPN profile for remote
maintenance, the TLS settings of the control system interface, or the encryption of the backup media. A dated screenshot of the active setting is
enough as evidence. Required from SL 2 upwards, not from SL 1, because this is a requirement enhancement.

Open In progress Met Not applicable

Evidence / justification

SR 4.1 RE 2 Confidentiality is also enforced at the boundaries between zones, so that information does not become visible
in the clear when it crosses from one zone into another.
What proves it: A zone and conduit plan marking which crossings are encrypted, together with the configuration of the boundary component
such as a gateway, firewall or data diode. A traffic capture or a test record showing that no plaintext data appears at the boundary. Required
from SL 4 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 4.2 DocumentIt is defined how confidential information is reliably removed when devices are decommissioned,
change owner, go out for repair or are reused, so that no readable residual data is left behind.
What proves it: A written decommissioning procedure with the sanitisation method per device type, plus erasure records giving the device
identification, the date and the person who carried it out. A small operation records this as one line per device in a shared list and files the
certificates of external disposal contractors alongside it. Required from SL 2 upwards.

Open In progress Met Not applicable

Evidence / justification

SR 4.2 RE 1 Shared storage areas are purged before they are reallocated to another user or process, so that content
belonging to the previous user cannot be read out.
What proves it: A vendor statement or configuration record covering the purging of reused memory and buffer areas, supplemented by a test
record from acceptance testing or maintenance. Where a component cannot do this, the documented compensating measure serves as
evidence, for example not sharing the device across different roles. Required from SL 3 upwards, not from SL 1, because this is a requirement
enhancement.

Open In progress Met Not applicable

Evidence / justification

SR 4.3 DocumentWherever cryptography is used, the algorithms, key lengths and key handling follow recognised good
practice, and it is defined how keys are generated, distributed, stored, rotated and revoked.
What proves it: An overview of the mechanisms used per system, giving algorithm, key length and validity period, plus the key management
rules and records of key rotations and certificate renewals. Public recommendations serve as the yardstick, for example the technical guidelines
of the German BSI. A small operation keeps a certificate list with expiry dates and a reminder >= 30 days before expiry. Required from SL 1
upwards.

Open In progress Met Not applicable

Evidence / justification

9 FR 5: Restricted Data Flow, Zones and Conduits 11

SR 5.1 DocumentThe control system can be partitioned into separate zones, and traffic between those zones passes
only through defined conduits. The partitioning follows a rationale that can be explained, for
example by protection need, ownership or the function of the plant sections involved.
What proves it: Network diagram showing the zones and the conduits between them, a zone list with the rationale for each boundary, and the
configuration of the separating components such as VLAN definitions or firewall interfaces. A small operation gets by with a single page sketch
showing office, machine network and remote access as three boxes with the links between them, plus a screenshot of the switch VLAN
configuration.

Open In progress Met Not applicable

Evidence / justification
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SR 5.1 RE 1 Zone separation is implemented physically, that is through dedicated network components and dedicated
cabling, and does not rest on logical configuration inside shared devices alone. Section 9.1 in this list, required
from SL 2 upwards. Requirement enhancements of this standard are never mandatory as early as SL 1.
What proves it: Inventory of network components stating which switch or router serves which zone, photos or cabinet layout of the separated
distributions, cable labelling. Small operations evidence this with two separate, clearly labelled switches instead of one shared device and a
photo of the control cabinet in the plant documentation.

Open In progress Met Not applicable

Evidence / justification

SR 5.1 RE 2 The automation network can be operated independently of networks outside automation. If office IT or an
external link fails, control and monitoring of the plant keep running. Required from SL 3 upwards.
What proves it: Dependency list of the services used inside the automation network such as time server, name resolution, directory service or
licence server, stating where each one is hosted, together with a test record of a disconnection trial in which the link to office IT was pulled. A
small operation notes the outcome of such a trial in the maintenance log: uplink pulled, plant kept running, only the office reports were
missing.

Open In progress Met Not applicable

Evidence / justification

SR 5.1 RE 3 Zones carrying particularly critical functions, for example safety or protection functions, are separated from
the remaining zones both logically and physically. Required from SL 4 upwards.
What proves it: Marking of the critical zones in the zone diagram with the rationale for the classification, evidence of dedicated network
components and dedicated cabling for those zones, configuration of the conduits with evidence that no shared path exists.

Open In progress Met Not applicable

Evidence / justification

SR 5.2 At the zone boundaries, traffic is controlled, monitored and either permitted or denied according to defined
rules. There is no path between two zones that bypasses this control point.
What proves it: Exported rule set of the firewall or boundary device, logs of denied and permitted connections, evidence that no side paths
exist, for example through a check for additional network cards, modems or cellular routers in plant computers. A small operation evidences
this with the rule export of its single firewall and a short walkthrough note confirming that no unplanned router sits in any control cabinet.

Open In progress Met Not applicable

Evidence / justification

SR 5.2 RE 1 The rule set at the zone boundary works on the principle that everything is denied unless it has been explicitly
permitted. Every permit rule is individually justified and tied to a purpose. Required from SL 2 upwards.
What proves it: Rule set with a visible final rule that drops the remainder, and a permit list stating source, destination, service, purpose and
responsible person for each rule. Small operations keep this list as a five column table alongside the firewall export and review it once a year for
rules nobody needs any more.

Open In progress Met Not applicable

Evidence / justification

SR 5.2 RE 2 The automation network can be deliberately cut off from all external connections and kept running in island
mode. The action can be triggered without having to stop the plant. Required from SL 3 upwards.
What proves it: Description of the isolation procedure stating who may trigger it and how, evidence of the technical implementation such as an
emergency rule set or a labelled isolating switch, plus the record of a drill in which the isolation was actually exercised. A small operation runs
the drill once a year during maintenance and notes date, duration and anything unusual.

Open In progress Met Not applicable

Evidence / justification

Leanshift lean-shift.com Page 23 of 27



Leanshift Security in industrial automation

SR 5.2 RE 3 If the device at the zone boundary fails or loses its rules, it denies traffic instead of passing it. A failure must
not leave an open connection behind. Required from SL 4 upwards.
What proves it: Supplier statement or configuration evidence on how the component behaves on fault and on restart, test record of a
deliberately induced failure with the observed result, alignment with the plant risk assessment, because a boundary that denies traffic can itself
have consequences depending on the process.

Open In progress Met Not applicable

Evidence / justification

SR 5.3 General person to person communication services such as email, messaging or video calls can be prevented on
automation devices and inside automation networks. The scope of the block is defined and justified.
What proves it: Definition of which services are not permitted in the automation network, plus the technical implementation: blocked ports and
destinations in the rule set, removed or blocked applications on operator stations, evidence from the device software inventory. A small
operation handles this with an application block on the HMI station and a rule that outbound mail and web traffic from the machine network is
denied.

Open In progress Met Not applicable

Evidence / justification

SR 5.3 RE 1 Such person to person communication services are prevented across the whole automation network, not
merely restricted in part or limited to individual devices. Required from SL 2 upwards.
What proves it: Evidence that the block applies to every device in the zone, for example through a review of the installed software on each
computer in the zone and a connection test from an arbitrary plant computer. Small operations evidence this with a device list in which every
row is ticked off with the check date, and a screenshot of the failed connection attempt.

Open In progress Met Not applicable

Evidence / justification

SR 5.4 Application data and application functions are partitioned so that processes with different protection needs or
different privileges cannot reach the same areas. The separation is designed into the system architecture and
is not left to the accident of installation.
What proves it: Overview of the applications stating which data and services they use and which accounts sit behind them, configuration of
separate instances, databases, directories or virtual machines, and a privilege list per area. A small operation solves this with separate user
accounts and separate data folders for engineering and operation, plus a note on which application accesses which folder.

Open In progress Met Not applicable

Evidence / justification

10 FR 6: Timely Response to Events 3

SR 6.1 The audit records collected in the system can be read and evaluated by the persons and roles authorised for
that purpose without disturbing the running operation of the plant, and access to those records is itself
restricted to authorised users.
What proves it: A role and permission matrix showing who may view log data, plus a screenshot or export of a log view that was actually
retrieved, carrying a timestamp. Add a short note on the route used for retrieval, for example the controller operator interface, a log server or a
file export. Small operations get by with a one-page overview per plant: where the log sits, who has read access, how it is fetched. A test
retrieval once a year, recorded in the maintenance log, shows the route works. Applies from SL 1 upwards for all security levels.

Open In progress Met Not applicable

Evidence / justification

SR 6.1 RE 1 The audit records can be retrieved through a machine interface so that analysis tools can process them further
without manual re-typing, and the data is provided in a documented, commonly used format.
What proves it: A description of the interface in use together with the format, for example syslog, OPC UA Alarms and Conditions, a REST query
or a CSV export, plus a sample record and the configuration of the receiving system. Evidence can be an extract from the SIEM or log collector
configuration together with proof of incoming records. Without a SIEM, a log collector on a simple server that pulls the logs overnight by script
and stores them is enough; the script itself plus a directory listing of the collected files is the evidence. As an enhancement this is only required
from SL 3 upwards, not from SL 1.

Open In progress Met Not applicable

Evidence / justification
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SR 6.2 Security-relevant activity in the system is monitored continuously, the monitoring detects attempted attacks
and misuse and reports them promptly to a named point of contact, and the tools, reporting routes and
responsibilities used for this are defined.
What proves it: An overview of the monitoring tools per zone, for example a network sensor, antivirus alerts, firewall alarms or integrity
checking, stating who receives the alert and within what time frame a response is expected. Alarm configurations, a list of alerts raised in recent
months and the handling notes for them serve as evidence. Small operations do not need a round-the-clock control room: a shared mailbox or
ticket inbox that bundles the alerts of the existing systems, plus a fixed rule that a named person reviews it on every working day, is sufficient
and is evidenced through the mailbox history. Required from SL 2 upwards.

Open In progress Met Not applicable

Evidence / justification

11 FR 7: Resource Availability 13

SR 7.1 Under overload or deliberate flooding attacks the system stays in a defined operating state, the essential
control functions keep running, and the failure of an individual service does not drag the plant down with it.
What proves it: Configuration of the protective mechanisms (rate limiting, connection limits, broadcast storm control on the switches), vendor
statements on behaviour under load, plus a record of a load test or of a real overload event with observation of the control function. Required
from SL 1 onwards. A small operation covers this with screenshots of the switch and firewall settings and a short note on which function kept
running during a test of the most important cell.

Open In progress Met Not applicable

Evidence / justification

SR 7.1 RE 1 The communication load that individual components can inject into the network is capped, so that a faulty or
compromised component cannot flood the network segment.
What proves it: Per-port bandwidth and multicast limits on the network components, evidence of the cap for each connection, plus a
measurement of the actual baseline load per device. Required from SL 2 onwards, not from SL 1. Without managed switches this line cannot be
evidenced, and that is then the open point.

Open In progress Met Not applicable

Evidence / justification

SR 7.1 RE 2 An overload situation inside the system under consideration does not spill over into adjacent systems or
networks; the outward impact is technically contained.
What proves it: Segmentation and filtering rules at the boundaries, evidence that outbound traffic is capped, plus a test record showing that a
load generated in the cell network did not degrade the office or neighbouring network. Required from SL 3 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 7.2 The use of processing time, memory, storage space and network bandwidth is bounded such that a single
process or service cannot consume the resources needed for control.
What proves it: Configuration of the resource limits (quotas, process priorities, memory limits), evaluation of utilisation monitoring over a
representative period, plus the thresholds at which a warning is raised. Required from SL 1 onwards. Small operations use the built-in means of
the operating system and simple monitoring with a disk space and CPU alert by e-mail.

Open In progress Met Not applicable

Evidence / justification

SR 7.3 DocumentBackups exist for the system configurations, application data and program versions; they can be
produced without interrupting running operations and are protected against unauthorised access
and modification.
What proves it: Backup concept covering scope, frequency and retention period, backup logs of the most recent runs, plus evidence of access
protection for the backup media (separate storage, encryption, dedicated permissions). Required from SL 1 onwards. A small operation backs
up PLC projects and HMI versions to an encrypted medium that is physically disconnected after the backup, and records date and version in a
simple list.

Open In progress Met Not applicable

Evidence / justification
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SR 7.3 RE 1 The usability of the backups has been verified; it is evidenced that a working state can actually be restored
from them.
What proves it: Record of a restore trial with date, backup version tested, target system and result, at least for the critical components. Required
from SL 2 onwards, not from SL 1. Small operations check one PLC program and one HMI image on a spare device once a year on a sample
basis and record the result in two sentences.

Open In progress Met Not applicable

Evidence / justification

SR 7.3 RE 2 The backup runs automatically on a defined schedule; a failed run is detected and reported.
What proves it: Schedule of the backup job, execution logs without gaps, plus evidence of the failure notification for a run that did not succeed
(alarm, ticket, mail). Required from SL 3 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 7.4 DocumentAfter a disturbance, failure or attack the system can be returned to a known, secure state; the
recovery has been rehearsed and the responsibilities are named.
What proves it: Restart plan for each critical component with sequence, media required, contacts and target time, together with the record of
the most recent recovery exercise. Required from SL 1 onwards. A small operation gets by with a one-page restart card per line, kept in the
control cabinet and checked whenever a spare part is replaced.

Open In progress Met Not applicable

Evidence / justification

SR 7.5 If the regular power supply fails, the system moves into a defined state: either the supply is maintained by a
backup source or an orderly shutdown takes place without loss of the secure state.
What proves it: Sizing and maintenance evidence for the uninterruptible power supply or the emergency generator, test record of the most
recent battery or load test, plus a description of the behaviour on switchover and on return of mains power. Required from SL 1 onwards. Small
operations test the UPS under load once a year and record test date, bridging time and battery age.

Open In progress Met Not applicable

Evidence / justification

SR 7.6 DocumentThe network and security settings of the system are fixed to an approved target state, deviations
from that target state are detectable, and the current state can be retrieved at any time.
What proves it: Approved target configuration per device class (hardening specification), current configuration states of the devices, plus the
result of a target versus actual comparison with a list of deviations and the reason for each. Required from SL 1 onwards. A small operation
stores the configuration exports under version control and compares them before and after every change.

Open In progress Met Not applicable

Evidence / justification

SR 7.6 RE 1 The current state of the security settings can be output in machine-readable form so that it can be checked
automatically against the target state.
What proves it: Sample output in a machine-readable format (configuration export, structured file, interface query) and the script or tool that
performs the comparison against the target state, together with the result report of one run. Required from SL 3 onwards.

Open In progress Met Not applicable

Evidence / justification

SR 7.7 The system is restricted to the functions needed for operation; services, ports, protocols and interfaces that are
not required are disabled or removed.
What proves it: List of active services and open ports per component with a justification of the need, evidence that the remaining ones are
disabled (configuration, port scan result), plus a rule for USB and maintenance interfaces. Required from SL 1 onwards. Small operations run a
simple port scan per segment and justify every open item in one line.

Open In progress Met Not applicable

Evidence / justification
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SR 7.8 DocumentA current inventory of all system components with manufacturer, type, firmware or software version
and network address is available and is kept up to date when changes occur.
What proves it: Component inventory with its revision date and owner, evidence of upkeep via the change history, plus a comparison against a
network discovery to find devices that are not recorded. Required from SL 2 onwards, not from SL 1. A small operation keeps the inventory as a
table and updates it as a firm rule whenever a device is replaced and whenever firmware is updated.

Open In progress Met Not applicable

Evidence / justification
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